
Release Notes

Doument revision: A

Otober 15, 2021



The information ontained herein is the property of Meademi In. and shall not be

reprodued in whole or in part without prior written approval of Meademi In. The

information herein is subjet to hange without notie and should not be onstrued as a

ommitment by Meademi In. This manual will be periodially reviewed and revised.

Make sure that the �rmware of your robot is the one indiated on the over of this

manual, or else onsult the manual orresponding to your robot's �rmware. Ideally,

always use the latest robot �rmware.

If you have any tehnial questions, please use the tehnial support form on our web

site (http://meademi.om/ontat-tehnial-support).

Meademi In. assumes no responsibility for any errors or omissions in this doument.

Copyright

© 2021 by Meademi In.

http://mecademic.com/contact-technical-support


Contents

Version 8.4.4 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3

Version 8.4.3 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3

Version 8.4.2 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3

Version 8.4.1 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4

Version 8.4.0 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4

Version 8.3.10 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5

Version 8.3.6 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5

Version 8.3.5-beta . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5

Version 8.1.9 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6

Version 8.1.8 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6

Version 8.1.7 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7

Version 8.1.6 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7

Version 8.1.5 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7

Version 8.1.4 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7

Version 8.1.3-r . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8

Version 8.1.2-r . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8

Version 8.1.1-r . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8

Version 8.4.4

Features

• (ROBOT-1416) New ommand to enable logging of all API ommands and responses

to robot log (TCP/IP, EIP and ECAT).

Fixed

• (ROBOT-1377) Monitoring events don't always respet the requested interval.

• (ROBOT-1468) MoveLin gets interrupted by SetGripperVel.

• (ROBOT-1481) Delay ommand sometimes lasts longer than requested.
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Version 8.4.3

Fixed

• (ROBOT-1362) Robot an't reover PStop2 during veloity-mode moves.

• (ROBOT-1371) Debug trae level unexpetedly set bak to 3 when ECAT master

onnets to the robot.

• (ROBOT-1372) Random out-of-workspae or singularity errors during linear moves.

Version 8.4.2

Fixed

• (ROBOT-1266) Gripper not working with R2 robots.

• (ROBOT-1295) Can't deativate in EtherCAT after failure to reset error.

• (ROBOT-1323) Robot no more responding if new error ours while learing previous

error.

• (ROBOT-1337) ECAT slave an invert order of status PDO sent to master if using

short yle time.

Version 8.4.1

Features

• (ROBOT-1294) Visible web interfae panels an now be hosen while onneted in

Monitoring mode.

Fixed

• (ROBOT-1247) Ethernet link must remain down until robot is ready to handle EtherCAT

frames.

Version 8.4.0

Features

• (ROBOT-355) Many new TCP/Web "Get" ommands (orresponding to various "Set"

ommands). See doumentation for details.

• (ROBOT-663) Support for moving joint 6 outside +-180 degrees with Cartesian moves.
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• (ROBOT-708) Support user-de�ned joint limits (Get/SetJointLimits).

• (ROBOT-1051) Support user-de�ned torque limits (Get/SetTorqueLimits).

• (ROBOT-1129) Support for real-time monitoring data on port 10001 (joint position,

veloity, aelerometer, et.).

• (ROBOT-1211) Fixed homing timeout over EtherNet/IP with R2 robots.

• New TCP/Web ommands (TpDump, SetRt, LogTrae)

Fixed

• (ROBOT-1099) Lower minimum gripper/veloity fore limit to 5 perent.

• (ROBOT-1108) Chekpoints are not leared from FIFO bu�er after ClearMove.

• (ROBOT-1137) File desriptor leak (soket) in EIP stak.

• (ROBOT-1233) Possible network on�guration �le orruption �x.

• (ROBOT-1234) Improve EtherCAT timings (down to 1ms).

• (ROBOT-1286) EtherNet/IP EDS is using 64 bits �elds whih are inompatible with

some PLCs.

Version 8.3.10

Improvements

• Robot prodution improvements.

Version 8.3.6

Fixed

• (ROBOT-939) Motion Resumed response should not be sent after Homing or deativating

robot.

• (ROBOT-974) Network settings dialog in web interfae may report wrong values.

• (ROBOT-1009) In some situation, autoonf does not hoose the losest (least movement)

robot on�guration upon a MovePose.

Version 8.3.5-beta
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B
NOTICE:

Mea500 Revision 2 (R2) are now ompatible with this �rmware. All the

features available on the R3 are now also available for the R2, exepted a few

behaviours related to the hardware (homing proedure, joint 6 range)

B
WARNING:

A bug in the 6.x �rmware prevents the upgrade of the drives when upgrading

to 8.x. To work around this problem, please upgrade the robot to 8.x a seond

time so that all drives are upgraded to the new version.

Features

• (ROBOT-149) Support for the Ethernet/IP ontrol protool.

• (ROBOT-699) Preise (1um) Position Control Inremental Move (jogging) in web

interfae. When using Inremental jogging, standard motion errors will be triggered if

the robot reahes a joint limit or a singularity.

Improvements

• (ROBOT-919) The requirement of pressing the CTRL key to jog with a joystik key

has been removed.

• (ROBOT-912) Robot is now rebooted automatially after any �rmware upgrades (inluding

drives and external tools).

Fixed

• (ROBOT-871) If ativation fails, robot enters an invalid state where the motors stay

ativated.

• (ROBOT-918) 0G and brake release doesn't work before a �rst robot ativation.

• (ROBOT-967) Reeiving [3000℄[Conneted to Mea500 R3 v8.1.x℄ message before boot

sequene �nishes.

• (ROBOT-976) PStop reset does not work in some ases.
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Version 8.1.9

Fixed

• (ROBOT-385) Cannot reonnet to robot in some ases (reports user already onneted

while there is none).

• (ROBOT-857) The ommands 'ResetError' and 'DeativateRobot' do not always return

a response message.

• (ROBOT-861) The reset error ommand triggers an EOB response if there is an error

to reset.

• (ROBOT-913) Upgrade from ertain Beta/RC versions auses alibration parameters

to be lost.

• (ROBOT-960) The web interfae sends 'MoveJointsVel' even if the robot has reahed

its destination while jogging in the web portal.

Version 8.1.8

Fixed

• (ROBOT-595) SpaeMouse and 3-axis joystik are now supported and update the ion

�les.

• (ROBOT-826) The web interfae does not return the atual network on�guration in

the setting menu.

• (ROBOT-829) Joint position is o�set by one motor turn after doing homing from some

positions.

• (ROBOT-845) SetMotionOptions triggers 'Robot is not ativated' response.

Version 8.1.7

Fixed

• (ROBOT-752) The motion pro�le of the robot ould have an overshoot during aeleration

and deeleration if the aeleration is not initialized.

• (ROBOT-766) The robot positions reported in EtherCAT osillate between the desired

and atual position.

• (ROBOT-776) For some motion sequenes, the robot stops moving for about 60 seonds

one every 71 minutes.
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Version 8.1.6

Fixed

• (ROBOT-734) Web interfae sends a veloity ommand (with speed 0) when the

window is losing fous.

• (ROBOT-744) Robot persistent storage an be orrupted if power is interrupted while

the robot was logging an ativity trae.

Version 8.1.5

B
WARNING:

This is the �rst publi release of �rmware 8. If you are upgrading from �rmware 7,

please ask us for the migration guide, as there are major hanges.

Fixed

• (ROBOT-697) Inorret SetGripperFore parameter range in the web interfae.

Version 8.1.4

Fixed

• (ROBOT-666) A raw TCP/IP onnetion was wrongfully deteted as a WebSoket

onnetion.

Improvements

• (ROBOT-667) Gripper ommands were exeuted with preeding Cartesian-spae motion

ommands. They are now exeuted only when the movement is ompleted, as in

�rmware 7.

• (ROBOT-668) Modi�ations were made to the robot joint mode aeleration. Aeleration

an now be set at up to 150%.

• (ROBOT-675) Restored the same default aeleration (100%) as in �rmware 7.
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Version 8.1.3-r

Fixed

• (ROBOT-650) Upload of update image to robot's web interfae was bloked.

• (ROBOT-652) Monitoring onnetions from the web interfae were not losed orretly.

• (ROBOT-659) Looping in web interfae was not working when using ommands that

don't make the robot move.

Version 8.1.2-r

Features

• (ROBOT-392) Support for the protetive stop 2 (Stop Category 2) in the robot ontroller.

Version 8.1.1-r

Features

• (ROBOT-495) Cartesian-spae movements that require joint rotations of more than

180
◦
are now bloked. This limit an be bypassed with a speial ommand.

• A Jogging toggle button was added in the web interfae to swith between jogging and

program exeution modes.

• (ROBOT-67) Added motion ommands allowing veloity-mode ontrol. You an now

feed the desired Cartesian or joint veloity to the robot every 2 ms.

• (ROBOT-66) Jogging an now be done using 3Donnexion's SpaeMouse from the new

Joystik tab in the web interfae.

• (ROBOT-548) Added the ommand SetNetworkOptions for setting network parameters.

• (ROBOT-496) Added the ommand GetFwVersion for obtaining the �rmware version.

• (ROBOT-540) Added FIFO Cleared status bit to report when a ClearMotion ommand

has been exeuted in EtherCAT.

• (ROBOT-403) Added SDO 0x8010 to disable/enable the brakes (when the robot is

deativated) in EtherCAT.

• The message [2007℄[as,hs,sm,es,pm,eob,eom℄ is now also sent over port 10,001, but

automatially and as soon as the robot status hanges.

• Added the ommand SetChekpoint.

• (ROBOT-64) Added the ommand SetMonitoringInterval that hanges the refresh
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interval on port 10,001.

• A program an now be saved even if the robot is ativated and homed.

• Added Request Log tab in the web interfae where virtually all ommands sent to the

robot are now displayed.

• (ROBOT-167) 0G button works in EtherCAT mode as well as when the robot is

onneted to a omputer via the web interfae.

• Angular veloity (1A04h), Torque Ratio (1A05h), Aelerometer (1A06h), Gripper

Status (1A07h) and Con�guration (1A08h) are now available as PDOs in EtherCAT.

• New movement ontrol (Move ID 6015h:1) added in EtherCAT.

Fixed

• (ROBOT-435) In the web interfae, the loop option ould ause the program to be

sent more than one, even if looping was disabled.

• (ROBOT-600) A Delay ommand sent immediately after a MoveLin ommand ould

generate a longer delay than requested.

• (ROBOT-210) When exeuting one of the veloity-mode ommands with an argument

that exeeded its maximum, the robot ontroller simply replaed the argument with

its maximum value instead of generating an error.

• (ROBOT-395) When homing with a joint being lose to one of its limits, the robot fell

in error mode or the resulting joint position was inorret.

• (ROBOT-424) Motion ommands were sometimes ignored when the yle time was set

to 2 ms in EtherCAT.

• (ROBOT-456-509) The sub-indies EOB, EOM and Paused was always kept high in

EtherCAT.

• (ROBOT-450) The ommand SetO�ineProgramLoop did not return an error message

if sent while no program was being saved.

• (ROBOT-480) The TRF and WRF frames were not reset on robot ativation.

• (ROBOT-493) Changed the TCP keep-alive timeout from 1 seond to 10 seonds to

prevent disonnetion on paket loss.

• (ROBOT-481) A movement ould ause a motion error beause the desired aeleration

was higher than in the previous �rmware version.

• (ROBOT-484) When reonneting to a robot from the web interfae, the existing

program was automatially sent for exeution.

• The signal EOB was missing when the movement was short.
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• (ROBOT-430) Joint 6 was limited to ±175
◦
in the web interfae, instead of ±180

◦
.

• The robot did not always reover from error mode.

• Impossible to reonnet when the Ethernet able was disonneted while the port was

open.

• Unit symbols were editable in the web interfae.

• The IP address formatting in the web interfae was not orret.

• The panels of the web interfae did not resize orretly on small monitors.

• Jogging was bloked when a maximum value was reahed.

• Names of registers 6030h, 6031h and 6032h in EtherCAT were not orret.

Improvements

• The Category 2 protetive stop is now reset with the ommand ResetPStop.

• (ROBOT-65) The grip fore range for the MEGP25 has been hanged to [10%, 100%℄

from [0%, 100%℄.

• (ROBOT-107) An input �eld has been added next to the �Save o�ine program� button

in the web interfae for speifying the ID number of the program to be saved.

• The message numbers for joint sets and the pose feedbak on the monitoring port

(10,001) hanged to 2026 and 2027 respetively.

• (ROBOT-125) Eah o�ine program an now store up to 13,000 motion ommands.

• For the o�ine program saving, new response messages (1030, 1031) replae the old

ones (3018, 3013).

• (ROBOT-472) The soket lateny has been redued.

• Commands in the Quik Command drop-down list are now in alphabetial order.

• PDOs 1601h, 1602h, 1603h, 1604h, 1605h, 1606h have been removed in EtherCAT.

• Moving ommuniation mode from 7800h to 8000h in EtherCAT.

• Di�erent aeleration a�ets the blending behavior now.
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